1.27 +0.10 Recommended Solder Pad Lay9ut 1.27 ‘
(i, M 7 { = ﬁf/J 5
S Pad Connections 1 / 2
3 1 1. Tristate/Standby - 7 4|3 7
¥ - — S 2. GND o — - —
N~ . ' o ‘ ‘ o
g 4 ? 3. Output % 112 /ﬁ/ g
N~ h
] e ‘nm
—\ “b © o LLLLLL | CLLLLLL %
.
F
0.57 +0.10 0 0.75 Scale - 2011
o
[ | [ |
VA AN VA \
2.05 +0.10
J(r - 3
o
—
(=)
[QPP-541 ¥
To)
©
-
\\L 7 ‘)
Scale - 20:1
CREATED CHECKED GENERAL TOLERANCE PROJECTION [ [scALE
QD Frequency Products Ltd Applications DIN ISO 2768-1m  |METHOD '* 20:1
Station Road DESCRIPTION TECHNICAL REFERENCE ‘
Crewkerne
Somerset IQPP-541
TA18 8AR Programmable ORDER CODE
Crystal Oscillator
Tel. +44 (0)1460 270200 LFSPXOxx00x
Initial Release 03/05/2022| CP ' IQD SIZE Status Drat P 03/05/2022 | Applications P’IG/E
REV. FILE DATE By | www.igdfrequencyproducts.com 20x1.6 ral Crewkerne




